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NH-nízkonapěťové nožové pojistky

Velikost 0 až 4 s ukazatelem - 500 až 690VAC aM

Velikost In
(A)

Un
(VAC)

Kat. číslo Ref. číslo Vypínací 
schopnost

Balení

0 32 690 NH0AM69V32P-2 Z213140C 80kA - 690V 3

0 40 690 NH0AM69V40P-2 R213639C 80kA - 690V 3

0 50 690 NH0AM69V50P-2 V214148C 80kA - 690V 3

0 63 690 NH0AM69V63P-2 Y214657C 80kA - 690V 3

0 80 690 NH0AM69V80P-2 C215167C 80kA - 690V 3

0 100 690 NH0AM69V100P-2 F215676C 80kA - 690V 3

0 125 690 NH0AM69V125P-2 L216187C 80kA - 690V 3

0 160 690 NH0AM69V160P-2 J216691C 80kA - 690V 3

0 200 500 NH0AM50V200P-2 X217209C 120kA - 500V 3

1 80 690 NH1AM69V80P-2 C217720C 80kA - 690V 3

1 100 690 NH1AM69V100P-2 M218235C 80kA - 690V 3

1 125 690 NH1AM69V125P-2 A218753C 80kA - 690V 3

1 160 690 NH1AM69V160P-2 P219272C 80kA - 690V 3

1 200 690 NH1AM69V200P-2 B222480C 80kA - 690V 3

1 250 690 NH1AM69V250P-2 T223002C 80kA - 690V 3

1 315 500 NH1AM50V315P-2 A200790C 120kA - 500V 3

2 125 690 NH2AM69V125-2 S201335C 80kA - 690V 3

2 160 690 NH2AM69V160-2 B201849C 80kA - 690V 3

2 200 690 NH2AM69V200-2 Y211069C 80kA - 690V 3

2 224 690 NH2AM69V224P-2 P211590C 80kA - 690V 3

2 250 690 NH2AM69V250-2 Y212104C 80kA - 690V 3

2 315 690 NH2AM69V315P-2 N212624C 80kA - 690V 3

2 355 690 NH2AM69V355-2 A213141C 80kA - 690V 3

2 400 690 NH2AM69V400-2 S213640C 80kA - 690V 3

2 500 500 NH2AM50V500-2 W214149C 120kA - 500V 3

3 315 690 NH3AM69V315P-2 Z214658C 80kA - 690V 3

3 355 690 NH3AM69V355P-2 D215168C 80kA - 690V 3

3 400 690 NH3AM69V400P-2 G215677C 80kA - 690V 3

3 500 690 NH3AM69V500P-2 M216188C 80kA - 690V 3

3 630 500 NH3AM50V630P-2 K216692C 120kA - 500V 3

4 500 690 NH4AM69V500P-2 P1000076A 80kA-690V 1

4 630 690 NH4AM69V630P-2 Q1000077A 80kA-690V 1

4 800 690 NH4AM69V800P-2 R1000078A 80kA-690V 1

4 1000 690 NH4AM69V1000P-2 Y1000084A 80kA-690V 1

4 1250 500 NH4AM50V1250P-2 Z1000085A 120kA-500V 1
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