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Velikost In (A) Un (VAC) Kat. číslo Ref. číslo Balení

000 2 690 NH000GG69V2 E228440 3

000 4 690 NH000GG69V4 F228441 3

000 6 690 NH000GG69V6 G228442 3

000 10 690 NH000GG69V10 J228444 3

000 16 690 NH000GG69V16 K228445 3

000 20 690 NH000GG69V20 L228446 3

000 25 690 NH000GG69V25 M228447 3

000 32 690 NH000GG69V32 N228448 3

000 35 690 NH000GG69V35 P228449 3

000 40 690 NH000GG69V40 Q228450 3

000 50 690 NH000GG69V50 R228451 3

000 63 690 NH000GG69V63 S228452 3

000 80 690 NH000GG69V80 T228453 3

00 32 690 NH00GG69V32 V228454 3

00 35 690 NH00GG69V35 W228455 3

00 40 690 NH00GG69V40 X228456 3

00 50 690 NH00GG69V50 Y228457 3

00 63 690 NH00GG69V63 Z228458 3

00 80 690 NH00GG69V80 A228459 3

00 100 690 NH00GG69V100 B228460 3

00 125 690 NH00GG69V125 C228461 3

0 6 690 NH0GG69V6 D228462 3

0 10 690 NH0GG69V10 E228463 3

0 16 690 NH0GG69V16 F228464 3

0 20 690 NH0GG69V20 G228465 3

0 25 690 NH0GG69V25 H228466 3

0 32 690 NH0GG69V32 J228467 3

0 35 690 NH0GG69V35 K228468 3

0 40 690 NH0GG69V40 L228469 3

0 50 690 NH0GG69V50 M228470 3

0 63 690 NH0GG69V63 N228471 3

0 80 690 NH0GG69V80 P228472 3

0 100 690 NH0GG69V100 Q228473 3

0 125 690 NH0GG69V125 R228474 3

0 160 690 NH0GG69V160 S228475 3

1 16 690 NH1GG69V16 T228476 3

1 20 690 NH1GG69V20 V228477 3

1 25 690 NH1GG69V25 W228478 3

1 32 690 NH1GG69V32 X228479 3

1 35 690 NH1GG69V35 Y228480 3

1 40 690 NH1GG69V40 Z228481 3

1 50 690 NH1GG69V50 A228482 3

1 63 690 NH1GG69V63 B228483 3

1 80 690 NH1GG69V80 C228484 3

1 100 690 NH1GG69V100 D228485 3

1 125 690 NH1GG69V125 E228486 3

1 160 690 NH1GG69V160 F228487 3

1 200 690 NH1GG69V200 G228488 3

1 224 690 NH1GG69V224 V233261 3

1 250 690 NH1GG69V250 W233262 3

Velikost 000 až 1 - 690VAC gG
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NH-nízkonapěťové nožové pojistky

Velikost In (A) Un (VAC) Kat. číslo Ref. číslo Balení

2 32 690 NH2GG69V32 H228489 3
2 35 690 NH2GG69V35 J228490 3
2 40 690 NH2GG69V40 K228491 3
2 50 690 NH2GG69V50 L228492 3
2 63 690 NH2GG69V63 M228493 3
2 80 690 NH2GG69V80 N228494 3
2 100 690 NH2GG69V100 P228495 3
2 125 690 NH2GG69V125 Q228496 3
2 160 690 NH2GG69V160 R228497 3
2 200 690 NH2GG69V200 S228498 3
2 224 690 NH2GG69V224 T228499 3
2 250 690 NH2GG69V250 V228500 3
2 300 690 NH2GG69V300 W228501 3
2 315 690 NH2GG69V315 X228502 3
2 355 690 NH2GG69V355 Y228503 3
3 250 690 NH3GG69V250 Z228504 1
3 300 690 NH3GG69V300 A228505 1
3 315 690 NH3GG69V315 B228506 1
3 355 690 NH3GG69V355 C228507 1
3 400 690 NH3GG69V400 D228508 1
3 425 690 NH3GG69V425 E228509 1
3 500 690 NH3GG69V500 F228510 1

Velikost In (A) Un (VAC) Kat. číslo Ref. číslo Balení

4 400 690 NH4GG69V400-8 N214004 1
4 500 690 NH4GG69V500-8 Y215025 1
4 630 690 NH4GG69V630-8 E215537 1
4 800 690 NH4GG69V800-8 K216554 1

Velikost In (A) Un (VAC) Kat. číslo Ref. číslo Balení

4a 400 690 NH4AGG69V400-8 W217070 1
4a 500 690 NH4AGG69V500-8 H217587 1
4a 630 690 NH4AGG69V630-8 W222107 1
4a 800 690 NH4AGG69V800-8 M222858 1

Provedení nožové

Provedení šroubové

Velikost 2 až 4a - 690VAC gG



gG
 N

H
 pojistky 690V

 A
C

 s ukazatelem

20

NH-nízkonapěťové nožové pojistky

Velikost 0 až 4 s ukazatelem - 500 až 690VAC gG

Velikost In
(A)

Un
(VAC)

Kat. číslo Ref. číslo Vypínací 
schopnost

Balení

0 32 690 NH0GG69V32P-2 P213637C 80kA - 690V 3

0 35 690 NH0GG69V35P-2 S214146C 80kA - 690V 3

0 40 690 NH0GG69V40P-2 W214655C 80kA - 690V 3

0 50 690 NH0GG69V50P-2 B215166C 80kA - 690V 3

0 63 690 NH0GG69V63P-2 D215674C 80kA - 690V 3

0 80 690 NH0GG69V80P-2 J216185C 80kA - 690V 3

0 100 690 NH0GG69V100P-2 H216690C 80kA - 690V 3

0 125 500 NH0GG50V125P-2 V217207C 120kA - 500V 3

0 160 500 NH0GG50V160-2 A217718C 120kA - 500V 3

0 200 500 NH0GG50V200P-2 K218233C 120kA - 500V 3

1 80 690 NH1GG69V80P-2 Y218751C 80kA - 690V 3

1 100 690 NH1GG69V100P-2 M219270C 80kA - 690V 3

1 125 690 NH1GG69V125P-2 P219801C 80kA - 690V 3

1 160 690 NH1GG69V160P-2 Z222478C 80kA - 690V 3

1 200 690 NH1GG69V200P-2 R223000C 80kA - 690V 3

1 224 500 NH1GG50V224P-2 Y200788C 120kA - 500V 3

1 250 500 NH1GG50V250P-2 Q201333C 120kA - 500V 3

1 315 500 NH1GG50V315P-2 Z201847C 120kA - 500V 3

1 355 500 NH1GG50V355P-2 W211067C 120kA - 500V 3

2 125 690 NH2GG69V125P-2 W212102C 80kA - 690V 3

2 160 690 NH2GG69V160P-2 L212622C 80kA - 690V 3

2 200 690 NH2GG69V200P-2 Y213139C 80kA - 690V 3

2 224 690 NH2GG69V224P-2 Q213638C 80kA - 690V 3

2 250 690 NH2GG69V250P-2 T214147C 80kA - 690V 3

2 315 690 NH2GG69V315P-2 X214656C 80kA - 690V 3

2 355 500 NH2GG69V355P-2 E215675C 120kA - 500V 3

2 400 500 NH2GG50V400P-2 K216186C 120kA - 500V 3

2 500 500 NH2GG50V500P-2 W217208C 120kA - 500V 3

3 315 690 NH3GG69V315P-2 B217719C 80kA - 690V 3

3 355 690 NH3GG69V355P-2 L218234C 80kA - 690V 3

3 400 690 NH3GG69V400P-2 Z218752C 80kA - 690V 3

3 500 690 NH3GG69V500P-2 N219271C 80kA - 690V 3

3 630 500 NH3GG50V630P-2 Q219802C 120kA - 500V 3

4 500 690 NH4GG69V500P-2 S1000079A 80kA-690V 1

4 630 690 NH4GG69V630P-2 T1000080A 80KA-690V 1

4 800 690 NH4GG69V800P-2 V1000081A 80kA-690V 1

4 1000 500 NH4GG50V1000P-2 W1000082A 120kA-500V 1

4 1250 500 NH4GG50V1250P-2 X1000083A 120kA-500V 1

X214656

N219271

H216690

R223000


